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G1 90.00° 96-12-24-36-
48-60-72-84
P1 47.00° 96-12-24-36-
48-60-72-84
P2 42.00° 04-08-16-20-
28-32-40-44-
52-56-64-68-
76-80-88-92

Carousel

Designed by Ronald B. Lambert

USFG 2003 Novice
Angles for R.l. =1.540
57 + 8 girdles = 65 facets

8-fold, mirror-image symmetry

96 index

L/W=1.000 T/W =0.463 U/W =0.463

P/W =0.483 C/W =0.194
Vol./W? = 0.252

CROWN
C1l 41.00°

C2 34.00°

C3 26.00°

T 0.00°

96-12-24-36-
48-60-72-84
04-08-16-20-
28-32-40-44-
52-56-64-68-
76-80-88-92
96-12-24-36-
48-60-72-84
Table

Stone width to be from 8mm to 11mm. There will be an allowed margin of 0.1mm +/- without deduct
Three (3) 100% errors will be taken if the stone is outside that margin.

The stone is to be cut in quartz. It can be natural or synthetic, clear or any color.

Girdle thickness to be 0.3mm +/- 0.1mm without deduction.

Girdle will be polished and judged under the same categories on the score sheet as all other facets.
other categories are specifically designated for the girdle alone. They are girdle thickness and girdle
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